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ELECTRIC SYSTEMS



Operating modes: SAPB, constant pressure, mixed;

Manual, Automatic, Manual + Automatic doors;

Battery-powered automatic return to floor system;

32-bit Motherboard with advanced SW and CAN BUS communication in the car and at floors;

System position check;

Re-levelling with open doors with safety board and circuit;

Electric locks management;

Advanced diagnostics with real-time monitoring of the system status, useful for interpreting and 
resolving in advance any malfunctions, faults or anomalies present.

TECHNICAL FEATURES

The INTEGRATED SOLUTION

The Playboard JUNIOR 4.0 is equipped with an advanced 

control, designed to have a user-friendly interface, which 

allows you to monitor and manage all functions of the lift 

system.

The easy and reliable 

DMG's solution that promotes 

accessibility in confined spaces 

and in difficult contexts.

No need for a machine room.

Designed to be installed inside 

a masonry compartment or a 

metal structure.

Perfect for a comfortable 

experience, to achieve free-

mobility with no architectural 

barriers.
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Hydro version
available too

After a few minutes of inactivity, 
the Junior 4.0 switches to standby 
mode, turning off the cabin lights, 
position indicators and other 
devices. 
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Power supply
230V

Size (LxHxW):
600 x 500 x 215mm

Speed:
0,15 m/s


